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SIXTH AVENUE
L.M.I.G. 
City of Auburn

From:  College Street
To: Main Street
                                                                                                                                      
1,810 Lin. Ft.            0.34 Mile           24.5’  -  26.8’  Wide Pavement

                                                                                           UNIT OF             APPROX.                                                              
ITEM                                                                                   MEASURE           QUANTITY


Recycled Asphaltic Concrete Open                                                         TON                     350
Graded Crack Relief Interlayer (OGI), including 
Bituminous Material, Hydrated
Lime & Haul, 110 lbs/yd2 

Recycled Asphaltic Concrete, 12.5 MM                                                  TON                     520
Superpave, Group 2 Only, Including
Bituminous  Material, Hydrated Lime
& Haul. 165 lbs/yd2.

Mill Asphalt Concrete Existing Pavement                            SQUARE YARD                 1,500

Bituminous Tack Coat                                                                    GALLONS                    750
                  
Solid Traffic Stripe, 5” (inch), White,                                     LINEAR FOOT                 3,600
Standard Thermoplastic

Solid Traffic Stripe, 5” (inch), Yellow,                                    LINEAR FOOT                3,600
Standard Thermoplastic

Solid Traffic Stripe, 24” (inch),                                                LINEAR FOOT                   140
White, Standard Thermoplastic

Pavement Marking Word, Type 3A, “SCHOOL”                    EACH                                     3
Standard Thermoplastic

Shoulder Re-Construction & Turf Establishment                     SHOULDER MILE              0.68

Traffic Control                                                                           LUMP                                 100 %                                                                                           

Asphaltic Concrete Testing                                                        EACH                                     2
(To include Asphaltic Concrete Core Samples)


                                                                                                                                                                                 

